
 DDiiggiittaall  VViiddeeoo RReeccoorrddeerr 

4-Channel Digital Video Recorder

Honeywell® OEM digital video recorder (DVR) 
digitizes and stores months of video footage into 
hard disks and automatically overwrites old 
recordings sequentially. This stand-alone 4-channel 
DVR supports powerful pentaplex function, allowing 
simultaneous recording, playback, backup, remote 
monitoring and remote playback.  

The manufacturer, with its military & academic background (80% of its R&D team members having PhD 
qualification and above), has participated in developing high-tech armament projects. They have developed 
ASIC chips for super high-resolution image compression and decompression and developed image-processing 
devices for pilot-less reconnaissance planes. 
 

    
 
Key Features: 
 

Á 4-video inputs  
Á Differential Wavelet compression algorithm (WISE technology) 
Á 1 channel audio recording & playback 
Á Support 2 display monitors (1 main & 1 call monitor) 
Á Maximum 4TB storage capacity  
Á ATM/POS transaction information text recording and search with corresponding video 
Á Built-in hardware motion detection with search function (64-division comparison) 
Á Intelligent pre- and post-alarm recording 
Á Various efficient back-up methods  
Á Dynamic IP support (when xDSL and Cable Modem are used) 
Á Management Software over Network (eDVR Manager) 
Á Network Time Protocol (NTP) support for time synchronization 
Á Certification: UL, CE, LVD, FCC, CE, VCCI 
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4-Channel Digital Video Recorder
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Specifications: 

Video Input  4 BNC Connectors  

Video Output Monitor (Mux) 2 Composite 

Video Compression WISE (Differential Wavelet) 

Display Speed 60+60ips/ 50+60ips (4 analog + 12 Ipcam Channel Full Motion Display) 

Display Resolution 720x 486 (NTSC); 720x 576 (PAL) 

Display Multi Screen 1, 4, 9, 13, 16 Channel 

Recording Speed 120/ 110ips (NTSC/ PAL) 

Recording Resolution 720 x 243 (NTSC); 720x 288 (PAL) 

Recording Internal 2 E- IDE Drivers (3.5") 

Recording External IEEE 1394 Connection Max. Up to 4TB 

Playback Speed 120/ 110ips (NTSC/ PAL) 

Playback Resolution 720 x 243 (NTSC); 720x 288 (PAL) 

Playback Multi Screen 1, 4 Channel 

Backup IEEE 1394 Storage, IEEE 1394 CD-R 

Copy USB Fresh Memory Disk, IEEE 1394 CD-R 

Test Data Recording  Access Control/ POS/ ATM 

Pre/ Post Alarm 10sec/ 60sec 

PTZ  Preset:  8 Points per Ch; Protocol:  RS232/ 485/ 422 

Serial Port RS232 9 Pin D-Sub Connector/ RS232/ 422/ 485 Terminal Block 

External Interface 2 IEEE 1394, 1 USB (v1.1) 

Alarm     Sensor In: 4 (DC12V, 12mA) Dry Contact; Relay Out: 4 (DC 220V, 100mA) 

Audio Input/ Output 1 Line-in (1Vpp)/ Microphone (S/W Selection)/ 1 Line-out (1Vpp) 

Network 10/ 100 Ethernet (RJ-45) 

IR Remote Controller 

Network Control Software Application: eDVR Manager 

Protocol TCP/ IP, ARP, ICMP, DHCP, PPPoE, NTP 

Operating System Embedded Linux 

Temperature  Operation: 5°C ~ 45°C; Storage: - 10°C ~ 45°C 

Humidity Operation: 30 - 80% RH Below; Storage: 93% 

Dimensions (W x D x H) 306mm x 280mm x 67mm  

Weight (kg)  3.5 kg  

Power Consumption     Max: 54W; Typical: 35W (DC12 V) 

Power Supply Input: AC 90-240V, 50/60Hz; Output: DC12 V, 5.0A 
* Specifications are subject to change without notice 
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Honeywell® OEM digital video recorder (DVR) 
digitizes and stores months of video footage into 
hard disks and automatically overwrites old 
recordings sequentially. This stand-alone 4-channel 
DVR supports powerful pentaplex function, allowing 
simultaneous recording, playback, backup, remote 
monitoring and remote playback. 
 

The manufacturer, with its military & academic background (80% of its R&D team members having PhD 
qualification and above), has participated in developing high-tech armament projects. They have developed 
ASIC chips for super high-resolution image compression and decompression and developed image-processing 
devices for pilot-less reconnaissance planes. 
 

    
 
Key Features: 
 

Á 8-video inputs  
Á Differential Wavelet compression algorithm (WISE technology) 
Á 1 channel audio recording & playback 
Á Support 2 display monitors (1 main & 1 call monitor) 
Á Maximum 4TB storage capacity  
Á ATM/POS transaction information text recording and search with corresponding video 
Á Built-in hardware motion detection with search function (64-division comparison) 
Á Intelligent pre- and post-alarm recording 
Á Various efficient back-up methods  
Á Dynamic IP support (when xDSL and Cable Modem are used) 
Á Management Software over Network (eDVR Manager) 
Á Network Time Protocol (NTP) support for time synchronization 
Á Certification: UL, CE, LVD, FCC, CE, VCCI 
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Specifications: 

Video Input  8 BNC Connectors (NTSC/ PAL) 

Video Output Monitor (Mux) 2 Composite 

Video Compression WISE (Differential Wavelet) 

Display Speed 240/ 200ips (NTSC/ PAL 8 Channel Full Motion Display) 

Display Resolution 720x 486 (NTSC); 720x 576 (PAL) 

Display Multi Screen 1, 4, 9 Channel 

Recording Speed 60/ 50ips (NTSC/ PAL) 

Recording Resolution 720 x 243 (NTSC); 720x 288 (PAL) 

Recording Internal 2 E- IDE Drivers (3.5") 

Recording External IEEE 1394 Connection Max. Up to 4TB 

Playback Speed 120/ 110ips (NTSC/ PAL) 

Playback Resolution 720 x 243 (NTSC); 720x 288 (PAL) 

Playback Multi Screen 1, 4 Channel 

Backup IEEE 1394 Storage, IEEE 1394 CD-R 

Copy USB Fresh Memory Disk, IEEE 1394 CD-R 

Test Data Recording  Access Control/ POS/ ATM 

Pre/ Post Alarm 10sec/ 60sec 

PTZ  Preset:  8 Points per Ch; Protocol:  RS232/ 485/ 422 

Serial Port RS232 9 Pin D-Sub Connector/ RS232/ 422/ 485 Terminal Block 

External Interface 2 IEEE 1394, 1 USB (v1.1) 

Alarm     Sensor In: 4 (DC12V, 12mA) Dry Contact; Relay Out: 4 (DC 220V, 100mA) 

Audio Input/ Output 1 Line-in (1Vpp)/ Microphone (S/W Selection)/ 1 Line-out (1Vpp) 

Network 10/ 100 Ethernet (RJ-45) 

IR Remote Controller 

Network Control Software Application: eDVR Manager 

Protocol TCP/ IP, ARP, ICMP, DHCP, PPPoE, NTP 

Operating System Embedded Linux 

Temperature  Operation: 5°C ~ 45°C; Storage: - 10°C ~ 45°C 

Humidity Operation: 30 - 80% RH Below; Storage: 93% 

Dimensions (W x D x H) 306mm x 280mm x 67mm  

Weight (kg)  3.5 kg  

Power Consumption     Max: 54W; Typical: 35W (DC12 V) 

Power Supply Input: AC 90-240V, 50/60Hz; Output: DC12 V, 5.0A 
* Specifications are subject to change without notice 
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